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Engineering Specification: Zurn Copper Manifold System is comprised of 12 sweat connection
outlets, allowing for multiple combinations of manifolds and circuits. Each manifold has one
swedged open end allowing multiple manifolds to be connected without a coupling. System has a Type
L copper classification with third party certification. CSA approved. Outlets are brazed to the
header.

Dimensional Data: Inches and [mm] are subject to manufacturing tolerances and change without notice.

Part Number Description A B    C

QHCM53-12 1" Header, (12) 1/2" Outlets 1" [25] 1/2" [13] 30.91” [785]

QHCM63-12 1-1/4" Header, (12) 1/2" Outlets 1-1/4" [32] 1/2" [13] 30.97” [786]

QHCM64-12 1-1/4" Header, (12) 3/4" Outlets 1-1/4" [32] 3/4" [19] 30.97” [786]

QHCM74-12 1-1/2" Header, (12) 3/4" Outlets 1-1/2" [38] 3/4" [19] 31.09” [789]

QHCM84-12 2" Header, (12) 3/4" Outlets 2" [51] 3/4" [19] 31.34” [796]

Accessories
___ QHCEP5 1" Endpiece with 1/8" and 1/2" FNPT Connections
___ QHCEP6 1-1/4" Endpiece with 1/8" and 1/2" FNPT Connections
___ QHCEP7 1-1/2" Endpiece with 1/8" and 1/2" FNPT Connections
___ QHCEP8 2" Endpiece with 1/8" and 1/2" FNPT Connections
___ QHCEP5-1 1" Endpiece with 1/4" and 1/2" FNPT Connections
___ QHCEP6-1 1-1/4" Endpiece with 1/4" and 1/2" FNPT Connections
___ QHCEP7-1 1-1/2" Endpiece with 1/4" and 1/2" FNPT Connections
___ QHCEP8-1 2" Endpiece with 1/4" and 1/2" FNPT Connections
___ QHBV32C 1/2" Sweat x 3/8" Compression Ball Valve
___ QHBV33C 1/2" Sweat x 1/2" Compression Ball Valve
___ QHBV4JC 3/4" Sweat x 5/8" Compression Ball Valve
___ QHBV44C 3/4" Sweat x 3/4" Compression Ball Valve
___ QHBBV32 1/2" Sweat x 3/8" Compression Balancing Ball Valve
___ QHBBV33 1/2" Sweat x 1/2" Compression Balancing Ball Valve
___ QHBBV4J 3/4" Sweat x 5/8" Compression Balancing Ball Valve
___ QHBBV44 3/4" Sweat x 3/4" Compression Balancing Ball Valve
___ QHBV32X 1/2" Sweat x 3/8" Qick/Sert Crimp Ball Valve*

___ QHBV33X 1/2" Sweat x 1/2" Qick/Sert Crimp Ball Valve*
___ QHBV44X 3/4" Sweat x 3/4" Qick/Sert Crimp Ball Valve*
___ QHBBV32X 1/2" Sweat x 3/8" Qick/Sert Crimp Balancing Ball Valve*
___ QHBBV33X 1/2" Sweat x 1/2" Qick/Sert Crimp Balancing Ball Valve*
___ QHBBV44X 3/4" Sweat x 3/4" Qick/Sert Crimp Balancing Ball Valve*
___ QCR2X 3/8" Crimp Ring
___ QCR3X 1/2" Crimp Ring
___ QCR4X 3/4" Crimp Ring
___ QQ750X 1/2" Female Sweat x 1/2" Crimp*
___ QHA33F 1/2” Compression x 1/2” Female Sweat
___ QHA34F 3/4” Compression x 3/4” Female Sweat
___ QHAJ4F 5/8” Compression x 5/8” Female Sweat
___ QQ775X 3/4” Female Sweat  x 3/4” Crimp*
___ QQF4JX 3/4” Female Sweat  x 5/8” Crimp*

*Requires Annealed Copper Crimp Ring
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